
Chapters 10-12 ANSWERS

1. Communications Receivers are characterized by:
a. Being able to tune to a larger range of frequencies
b. Scanning programmed frequencies very quickly
c. Being programmed by a dealer
d. All of the above


2. When listening to a repeater, one usually listens to the ____ 
a. Output Frequency
b. Input Frequency
c. Simplex 
d. None of the Above

3. The primary base station operator for multiple units is called a 
a. Mobile user
b. Dispatcher
c. Radio Service Technician
d. Subscriber


4. For a paid service system the end user stations are usually called
a. Mobile users
b. Dispatchers
c. Radio Service Technicians
d. Subscribers


5. NOAA weather radio uses the following system to discriminate specific weather products
a. SAME
b. CTCSS
c. LORAN
d. All of the above


6. If a scanner stops on an unwanted frequency which is the best procedure(s)
a. Decrease the squelch 
b. Add a delay
c. Lock out the frequency
d. Add to Priority


7. AF gain is commonly known as
a. Squelch
b. Volume
c. Channel
d. None of the Above


8. Priority Mode on a scanner ___
a. Holds active channels longer
b. Skips unwanted channels
c. Checks marked frequency more often
d. None of the Above


9. Delay Mode on a scanner ___
a. Holds active channels longer
b. Skips unwanted channels
c. Checks marked frequency more often
d. None of the Above


10. Which of the following transmission are against the law to intercept
a. Telephone Conversation
b. Pager Transmissions
c. Scrambled or encrypted Transmissions
d. All of the Above


11. The term “Narrowband” refers to signals occupying less than 12.5 kHz of spectrum
a. True
b. False


12. The current digital standard in the United States is
a. Tetra
b. APCO P25
c. MotoTRBO
d. None of the Above


13. The frequency that tells units in a trunked system which frequency to switch to is known as the
a. Control channel
b. Offset
c. Talk group
d. Data channel

14. These are used to physically turn directional antennas remotely
a. Ground Rod
b. Rotator
c. Ladder Line
d. Antenna Switch


15. LTR systems use a ____ repeater in place of a control channel
a. Home
b. Polling
c. Multipath
d. None of the Above

16. “Mutual Aid” is best described as
a. Routine units 
b. Units assisting other agencies 
c. Units just for hazardous waste
d. Law enforcement and Fire only


17. 10-Codes were developed by
a. Smokey and the bandit
b. Amateur Radio Operators
c. The Dukes of Hazard
d. Association of Public Safety Communications


18. This type of aviation frequency is used for uncontrolled airports to coordinate landings and takeoffs
a. ILS
b. Unicom
c. Distress
d. ATIS


19. These operate on 121.500 MHz and are activated automatically or manually
a. ELT’s
b. ATIS
c. AWOS
d. Unicom


20. Aviation radios operate almost exclusively on which mode
a. AM
b. FM
c. Digital
d. CW

