
Chapter 20

1. What percentage of radio software is designed for use with the Windows XP operating system?

A. 10%

B. 45%

C. 80%
D. 90%

2. What is the software in the radio’s microprocessor called?

A. Hardware
B. Firmware
C. Memory
D. Driver

3. The computer and radio can be interfaced in what three (3) ways?

A. Control, Audio, and peripheral
B. Peripheral, proprietary, and Manual
C. Audio, Parallel, Homebrewed


4. True or False: To avoid a hum in your radio, you may use an audio interface. 

A. True
B. False

5.  When you have your interface wired up, you need to adjust the _______ of the audio signals.

A. Attitude

B. Altitude

C. Amplitude

D. Audiotude


6. True or False: Sound card mixers are used to control audio input and output levels.


A. True 
B. False

7. How can you detect a pilot error?

A. Run a virus scan
B. Have someone else check the settings

C. Download a radio plug-in 

8. What does SDT stand for?

A. Same Digital Transmission
B. Standard Digital Transmission

C. Signal Decoder Troubleshooting

D. Some Darn Thing


9.  True or False: Radios with a proprietary interface do not require special cables or software.

A. True
B. False

10. Most serial ports on radios and signal interfaces have which type of connector?

A. Male DB-9
B. Female DB-9
