
Chapter 21
ANSWERS
1. When troubleshooting radio gear what is the most common first step for a device that will not power on?
A. Antenna

B. Power Supply / Batteries
C. Internal Components
D. Wiring

2. A weak battery will always show a low voltage while the radio is turned off.

A. True

B. False

3. A loose battery terminal may cause which of the following?

A. Voltage Drop
B. Increased resistance
C. Hazardous Sparking

D. All of the Above


4. Modern radio transceivers and scanners sometimes have to be reset just like a computer or cell phone to resolve a software or programming issue.

A. True
B. False

5.  Which of the following types of AC noise is the most difficult to resolve.

A. Household Wiring
B. Local and Transmission Line 
C. Underground Lines
D. Substation

6. Adjacent channel interference can be primarily attributed to a receiver with a low


A. Sensitivity
B. Selectivity

C. Operating temperature

D. None of the Above

7. Which of the following are most likely to cause constant interference in mobile applications?

A. Transmission and Braking Systems
B. Spark Plugs, Alternator, Fuel Pump
C. Lighting, Headlights, Turn Signals

D. Power Seats, Mirrors

8. What FCC type accepted devices must accept any received interference from other devices and stop operation if they cause interference to licensed services?

A. Part 90
B. Part 15
C. Part 17
D. None of the Above


9.  Which of the following types of filters would a consumer install on their TV/FM radio antenna lead in to block interference from a CB or HF Amateur Station?

A. High Pass
B. Low Pass

C. Notch Filter

D. Dummy Load

10. A common and embarrassing mistake made by even seasoned operators, that results in weak or no signal receptions is caused by leaving or accidentally turning on the?

A. Attenuator
B. Noise blanker
C. Preamplifier

D. DSP Processing

